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Power to Ontario.
On Demand.




	Additional Generation Facility Characteristics


Submit this form electronically to market.entry@ieso.ca
Subject:  Additional Generation Facility Characteristics
All information submitted in this process will be used by the IESO solely in support of its obligations under the "Electricity Act, 1998", the "Ontario Energy Board Act, 1998", the "Market Rules" and associated policies, standards and procedures and its licence. All submitted information will be assigned the appropriate confidentiality level upon receipt.

Terms and acronyms used in this Form that are italicized have the meanings ascribed thereto in Chapter 11 of the “Market Rules”.

	Part 1 – General Information 

	Market Participant Name:      


	Facility Name:      


	Market Participant ID:      

	Facility ID:      


	Contact:      

	Telephone No:      


	Fax No:      

	E-mail:      



	Part 2 – Facility Information

	Forbidden Region1 and Period of Steady Operation2 for each resource (delivery point):

	Resource Name
	Resource ID
	No. of Forbidden Regions (Maximum of 3)
	Forbidden Region 1
	Forbidden Region 2
	Forbidden Region 3 
	Period of Steady Operation (0, 1 or 2 intervals)

	
	
	
	Lower Limit (MW)
	Upper Limit (MW)
	Lower Limit (MW)
	Upper Limit (MW)
	Lower Limit (MW)
	Upper Limit (MW)
	

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     
	     
	     
	     


Notes:

1. Forbidden regions are specifically for hydraulic generating units. These regions up to a maximum of 3 are accompanied by an upper and lower limit measured in MW and are intended to ensure equipment safety. These values will allow the IESO to not schedule facilities within these predefined operating ranges. If submitted, forbidden regions should meet the following criteria:

· Forbidden region 1 Lower Limit shall be greater than or equal to 0,

· Forbidden region 1 Upper Limit shall be greater than forbidden region 1 Lower Limit,

· Forbidden region 2 Lower Limit shall be greater than forbidden region 1 Upper Limit,

· Forbidden region 2 Upper Limit shall be greater than forbidden region 2 Lower Limit,

· Forbidden region 3 Lower Limit shall be greater than forbidden region 2 Upper Limit,

· Forbidden region 3 Upper Limit shall be greater than forbidden region 3 Lower Limit.
2. Period of steady operation is specifically for slow moving units such as fossil or nuclear generating units and may also include combined cycle and cogeneration facilities. This value which is stated in number of five-minute intervals, with a maximum value of 2, is used to ensure that units do not reverse direction without a minimum period of steady operation.
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